AFE 35-500

Hot and Cold Sanitary Water Circuits, Pressurizing Systems, Heating Systems and Refrigeration

Circuits

620035 AFE CE 35
620035/001 AFE CE 35 cp
620050 AFE CE 50
620050/001 AFE CE 50 sp
620060 AFE CE 60
620080 AFE CE 80
620100 AFE CE 100
620060/010 AFE CE 60 ct
620080/010 AFE CE 80 ct
620100/010 AFE CE 100 ct
620150 AFE CE 150
620200/020 AFE CE 200
620300 AFE CE 300
620450 AFE CE 450
620500 AFE CE 500

AFE 35

Diameter

AFE 60

AFE 100 AFE 300

Standard
pre-loading

Water entry Membrane

connection

pressure

3ar

w  Telg’ (021) 29070732

380
380
380
380
460
460

380
460
460
510
590
650
650
750

560
720
635
830
760
880

830
760
880
1030
1100
1250
1635
1600

M 1" Gas Rubber 2,5

with membrane fixing tie rod

M 1”Gas

Rubber 2,5

M 1"1/4 Gas

AFE 500

Maximum
working
pressure

Bar

10,0

10,0

Also available with BRASS TIE ROD, STAINLESS STEEL TIE ROD and STAINLESS STEEL COUNTERFLANGE
cp = with feet | sp = without feet | ct = with membrane fixing tie rod
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Working
temperature

°C

-10 +100

-10 +100

External
finishing
colour

Blue
RAL 5015

Blue
RAL 5015



