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Close coupled self-priming
B KJF -TYPE:PVDF chemicolpump
Characteristics:
® Special design for shaft seal, use the latest Teflon Bellow
seal with inner self-cooling design, without use the
circulated cooling pipe.
® Excellent capability to self-priming. Extremely
powerful self-priming force.
Built with a check valve fully prevents

liquid back-flow in pump.

Close coupled self-priming
chemical pimp

N

® FRPP and PVDF materials
provide good corrosion-resistance
to strong acid and alkali.

® Special design for strengthening construction

BEKJ -TYPE:-FRPP
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gsc z chemical pump
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Capacity (LPM) L/Min
Specifactions
Inlet*Qutlet Power(50Hz) ) .
Model diameter (mim) | Phase Pole HP M) L/Min | Weight(KG)
KJ/KJF-4005 | 40X40 3¢ 4 172 7 180 21
KJ/KJF-4012 | 40X40 3¢ 4 1 12 200 26
KJ/KJF-4022 | 40X40 3¢ 4 2 18 360 34
KJ/KJF-5032 | 50X50 39 4 3 21 440 42
KJ/KJF-5052 | 50X50 39 4 5 26 600 69
KJ/KJF-7552 | 75X75 3¢ 4 5 26 680 71

Dimension drawing
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Dimension (m/m)

Model A B C D F G H K N P S T W X
KJ/IKJF-4005 130 | 255 | 245 | 325 | 325 | 375 [140 |625 | 210 | 265 40 | 102 | 140 16 | 293
KJ/IKJF-4012 130 | 265 | 254 | 325 | 325 | 375 [140 |635 | 210 | 265 40 | 102 | 140 16 | 293
KJ/IKJF-4022] 130 | 265 | 254 | 325 | 325 | 375 [140 | 715 | 210 | 265 40 | 102 | 140 16 | 293
KJ/IKJF-5032] 130 | 265 | 254 | 325 | 325 | 375 [140 | 715 | 210 | 265 50 | 118 | 154 17 | 293
KJ/IKJF-5052 130 | 290 | 290 | 365 | 265 | 415 [155 | 790 | 215 | 265 50 | 118 | 154 17 | 293
KJ/IKJF-7552] 118 | 345 | 193 | 375 | 310 | 425 [155 | 840 | 215 | 265 75 | 145 | 185 18 | 293
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